Manualslib.com - The Global Manuals Library

Manuals / Brands / Fortinet Manuals / Firewall / FortiGate FortiGate-1000A / Quick start manual / PDF

FORTINET FORTIGATE FORTIGATE-1000A
FIREWALL QUICK START MANUAL

=:RTINET

Table of Contents

quickstart guide

connecting the fortigate unit
planning the configuration
transparent mode

choosing a configuration tool
Checking the Package Contents
general settings

configuring the fortigate unit
using the command line interface
completing the configuration
restarting the fortigate unit
Collecting Information

Other ManualsLib Projects


https://www.manualslib.com/
https://www.manualslib.com/
https://www.manualslib.com/brand/
https://www.manualslib.com/brand/fortinet/
https://www.manualslib.com/brand/fortinet/firewall.html
https://www.manualslib.com/products/Fortinet-Fortigate-Fortigate-1000a-1830584.html
https://www.manualslib.com/manual/239799/Fortinet-Fortigate-Fortigate-1000a.html
https://static-data2.manualslib.com/brand/297/1335/fortinet-logo.png

FortiGate-1000A / 1000AFA2
normal operating LED indicators

LED State Description
PWR Green The FortiGate unit is on.
The correct cable is connected to the copper 10/100/1000
Green . N
interface and the connected equipment has power.
Ports 10 10 Flashing Network activity at this interface.
Amber The interface is connected at 1000 Mbps.
Green The correct optical fiber patch cable is connected to the
Ports A1 and gigabit fiber interface.
A2 (1000AFA2)
Flashing Network activity at the gigabit fiber interface.
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Serial Port

1 Checking the package contents Check that the package contents are complete. FortiGate-1000AFA2 shown.

Leo Front

USB (future)

Connector |Type |Speed Protocol | Description

Ethernet Cables
Orangs - Crossove
Groy - Staight imaugh

Copper gigabit connection to 10/100/1000 copper

Ports 1 to 10{RJ-45 networks.

1000Base-T |Ethernet

@ s s

Multimode fiber optic connections to gigabit optical

Control

(FortiGate-1000AFA only)
Butions.

Ports - e calbioNe s
Aland A2 |LC SFP|1000Base-SX|Ethemet | "etorks for small packet performance required for o o Al oG AR o 080 Sora vl
(1000AFA2) voice, video and other multimedia streaming &
applications. Back Q Power Cable
T
RS-232 i i i il Rack-Mount Brackets
CONSOLE |RJ-45 (9600 bps serial Serial connection to the command line interface.

2 Connecting the FortiGate unit

* Mount the unit in a standard 19-inch rack. It requires 2 U of vertical space in the
rack.

« Make sure the power is not connected or off before connecting the power and
network cables.

« MAIN MENU appears when the unit is up and running.

If only one power supply is connected, an audible alarm sounds to indicate a failed
power supply. To stop this alarm, press the red alarm cancel button.

3 Planning the configuration

NAT/Route mode

In NAT/Route mode, the FortiGate unit is visible to the networks that it is connected to.
Al of its interfaces are on different subnets. Each interface that is connected to a
network must be configured with an IP address that is valid for that network.

You would typically use NAT/Route mode when the FortiGate unit is deployed as a
gateway between private and public networks. In its default NAT/Route mode
configuration, the unit functions as a firewall. Firewall policies control communications
through the FortiGate unit. No traffic can pass through the FortiGate unit until you add
firewall policies.

Internal network

FortiGate-1000A Unit 192.168.1.3
in NAT/Route mode LES
192.168.1.99
Port 1
204.23.1.5 Route mode policies
2 controllng traffic between
internal networks.

lllll’ljllllf

Internet
-

L DMZ network
NAT mode policies controlling 10.10.10.1
traffic between internal and
external networks.
1010102

In NAT/Route mode, firewall policies can operate in NAT mode or in Route mode. In
NAT mode, the FortiGate unit performs network address translation before IP packets
are sent to the destination network. In route mode, no translation takes place.

Documentation

Power
Connections

Connect the FortiGate-1000A / 1000AFA2 unit to a power outlet and to the internal and external
networks. The FortiGate-1000AFA2 is shown in the diagram.

Optional RJ-45 to DB-9 cable connects
to'serial port on management computer

111 f'lllll'

Fiber opic cable connects
to interal network or Internet

Power cables connect '

o power outlets.

Straight-through Ethernet cables
connect to the Internet or
other networks

Before beginning to configure the FortiGate-1000A or FortiGate-1000AFA2, you need to plan how
to integrate the unit into your network. Your configuration plan is dependent upon the operating
mode that you select: NAT/Route mode (the default) or Transparent mode.

Transparent mode

In Transparent mode, the FortiGate unit is invisible to the network. All of its interfaces
are on the same subnet. You only have to configure a management IP address so that
you can make configuration changes.

You would typically use the FortiGate unit in Transparent mode on a private network
behind an existing firewall or behind a router. In its default Transparent mode
configuration, the unit functions as a firewall. No traffic can pass through the FortiGate
unit until you add firewall policies.

FortiGate-1000A Unit
Gateway to in Transparent mode
public network

20423.1.5___10.10.40.2 Internal network

Internet

/ 010305
o (frewall, router) TR
Management IP
<+

Transparent mode policies
controling traffic between
internal and external networks

You can connect up to eight network segments to the FortiGate unit to control traffic
between these network segments.

Refer to the Documentation CD-ROM for information on how to control traffic, and how to configure HA, antivirus protection, Web content filtering, Spam filtering, intrusion

prevention (IPS), and virtual private networking (VPN).

4 Choosing a configuration tool Choose between two different tools to configure the FortiGate unit.

Web-based manager and
Setup Wizard

Using the Setup Wizard you can configure basic
configuration settings by stepping through the
wizard pages and filling in the information required.

The FortiGate web-based manager is an easy to
use management tool.

Use it to configure the administrator password,
interface addresses, the default gateway address,
and the DNS server addresses. To configure advanced settings, see the online help
and Documentation CD-ROM.

Requirements:
« An Ethernet connection between the FortiGate unit and a management computer.
« Internet Explorer version 6.0 or higher on the management computer.

Downloaded from www.Manualslib.com manuals search engine

Command Line Interface (CLI)

The CLl is a full-featured management tool.

Use it to configure the administrator password, the

interface addresses, the default gateway address,

and the DNS server addresses. To configure

advanced settings, see the FortiGate CLI

Reference Guide on the Documentation CD-ROM.

Requirements:

» The serial connection between the FortiGate
unit and a management computer.

« Aterminal emulation application (HyperTerminal for Windows) on the management
computer.
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5 Collecting information
NAT/Route mode

IP: .

Port 1 S
Netmask: e e e
IP: .

Port 2 o
Netmask: e e e
IP: .

Port 3 T
Netmask: UL S
IP: .

Port 4 T o
Netmask: PR U D,
IP: .

Port 5 D
Netmask: e e e
IP: .

Port 6 o
Netmask: e e e
IP:

Port7
Netmask:
IP: .

Port 8 T
Netmask: e e e
IP: .

Port9 o
Netmask: e e e

6 Configuring the FortiGate unit

Use these tables to record your FortiGate-1000A or FortiGate-1000AFA2 configuration. You can
record NAT/Route or Transparent mode settings and general settings that apply to both modes.

IP:
Port 10

Netmask: - -
Port A1 IP: e
(FortiGate-
1000AFA2) Netmask: -
Port A2 IP: e e e
(FortiGate-
1000AFA2) Netmask: B P

Transparent mode
IP:

Management IP:
Netmask:

The management IP address and netmask must be valid for the network that the
FortiGate unit is connected to.

General settings

Administrator password: ‘

Default Gateway:
Network . .
Settings: Primary DNS Server:

Secondary DNS Server:

A default gateway is required for the FortiGate unit to route connections to the
Internet.

Connect Port 1 to the same network as a management computer.

2. Configure the management computer to be on the same subnet as Port 1. To do this, change
the IP address of the management computer to 192.168.1.2 and the netmask to 255.255.255.0.

Web-based manager 3. To access the FortiGate web-based manager, start Internet Explorer and browse to https://192.168.1.99 (remember to

include the “s” in https://).

and Setup Wizard
NAT/Route mode

makE O
Using the Setup Wizard 'h
To configure the FortiGate unit using the Setup Wizard, select the Select the
Easy Setup Wizard button and follow the prompts. Easy Setup Wizard

Using the web-based manager

To change the administrator password

1. Go to System > Admin > Administrators.

2. Select Change Password for the admin administrator and enter a new password.

To configure interfaces

1. Go to System > Network > Interface.

2. Select the edit icon for each interface to configure.

3. Set the addressing mode for the interface. (see the online help for information.)
«For manual addressing, enter the IP address and netmask for the interface.
*For DHCP addressing, select DHCP and any required settings.
*For PPPoE addressing, select PPPoE, and enter the username and password and

any other required settings.

To configure the Primary and Secondary DNS server IP addresses

1. Go to System > Network > DNS, enter the Primary and Secondary DNS IP
addresses that you recorded above and select Apply.

To configure a Default Gateway

1. Go to Router > Static and select Edit icon for the static route.

2. Set Gateway to the Default Gateway IP address that you recorded above and select
OK.

Note: If you change the IP address of Port 1 (NAT/Route mode) or IP address (Tt

4. Type admin in the Name field and select Login.

Transparent mode

To switch from NAT/route mode to transparent mode

1. Go to System > Status, select Change beside Operation Mode, and select OK.

2. Change the IP address of the management computer to 10.10.10.2 and use
Internet Explorer to browse to https://10.10.10.1.

Using the Setup Wizard

To configure the FortiGate unit using the Setup Wizard, select the Easy Setup Wizard

button and follow the prompts.

Using the web-based manager

To change the administrator password using the web-based manager

1. Go to System > Admin > Administrators.

2. Select Change Password for the admin administrator and enter a new password.

To configure the management interface using the web-based manager

1. Go to System > Network > Management.

2. Enter the Management IP address and netmask that you recorded above.

3. Select administrative access options if required and select OK.

To configure the Primary and Secondary DNS server IP addresses

1. Go to System > Network > DNS, enter the Primary and Secondary DNS IP
addresses that you recorded above and select Apply.

To configure a Default Gateway

1. Go to System > Network > Management.

2. Set Default Gateway to the Default Gateway IP address that you recorded above
and select OK.

1t mode), you must use this address to reconnect to the web-based manager and Setup Wizard. You

might also have to change the IP address of the management computer to be on the same subnet as the new IP address.

Using the .
Command Line Interface

Use the RJ-45 to DB-9 cable to connect the FortiGate Console port to the management computer serial port.

2. Start a terminal emulation program (HyperTerminal) on the management computer. Use these settings:
Baud Rate (bps) 9600, Data bits 8, Parity None, Stop bits 1, and Flow Control None.

3. At the Login: prompt, type admin and press Enter twice (no password required).

NAT/Route mode
1. Configure Port 1.

config system interface
edit portl
set mode static
set ip <intf ip> <netmask ip>
end
2. Repeat to configure each interface, for example, to configure Port 2:

config system interface
edit port2
set mode static
set ip <intf ip> <netmask ip>
end
3. Configure the primary and secondary DNS server IP addresses.
config system dns
set primary <dns-server_ip>
set secondary <dns-server_ip>
end
4. Configure the default gateway.
config router static
edit 1
set gateway <gateway ip>
end

Transparent mode
1. Change from NAT/Route mode to Transparent mode.
config system global
set opmode transparent
end
2. Wait a moment and then log in again at the prompt.
3. Configure the Management IP address.
config system manageip
set ip <mng_ip> <netmask>
end
Configure the DNS server IP address.
config system dns
set primary <dns-server_ ip>
set secondary <dns-server_ ip>
end
4. Configure the default route.
config router static
edit 1
set gateway <gateway_ ip>
end

Congratulations!

You have finished configuring the basic settings. Your network is now protected from
Internet-based threats. To explore the full range of configuration options, see the online help
or the Documentation CD-ROM.

7 Completing the configuration

To restart the unit, go to System > Maintenance >
ShutDown and select Reboot.

To reset the unit, go to System > Maintenance >
Shutdown and select Reset to factory default.

CLI: execute reboot

Restarting the FortiGate unit :
Should you mistakenly change a network setting and cannot connect to the

unit, reboot the unit and try again or to set the unit back to factory defaults and

start over again.

CLI: execute factoryreset
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